











LGCL30SSBL

STEP I5

o0

1. On this model the Gas bottle should always be positioned to the left of the BBQ, NEVER on the Base Shelf
2. Side Gas hose should be connected using a spanner - see hose regulator instructions with this item

3. Prior to first use, see gas leak testing on page 26

For optimum performance please ensure that the barbecue

is on a flat and level surface before starting to cook.
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LGCL30SSBL

TESTING FOR LEAKS - DO THIS BEFORE USING YOUR BBQ NOTE - DO NOT test for gas leaks with
an open flame. If you smell gas, turn off at the source.

Before first use, at the beginning of each new season, or whenever a gas cylinder is changed, you must check for
gas leaks.

Do so by:

@ - Turn all gas valves on the bbq to the off position

- Make a soap solution of one part liquid detergent and one part water

@ - Brush the soap solution over all gas connections

- The presence of bubbles indicates a leak. Tighten or repair as
necessary

- Under no circumstances should a naked flame be used to check

) for leaks
ui:>/- If a gas odour is present and no leaks can be found, do not use

the bbg. Turn the gas off at the source, disconnect the hose and

immediately contact your bbq dealer or place of purchase for
assistance
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PLEASE KEEP THESE INSTRUCTIONS FOR
FUTURE REFERENCE

Leisuregrow Products Ltd

Dewmead Farm,

New Inn Road,

Hinxworth,

Hertfordshire SG7 5HG,

United Kingdom.

Tel: +44 (0)1462 744500
E-mail:consumerservice@leisuregrow.com



